3rd party cameras
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Cam COLOR 2.3 MP pixel 1/1.2" IM. 411ps
CAMERA COLOR GIG-E, 1920X1200, 41FPS, 1/1.2"

OVERVIEW

» Powered by the highest quality Sony global shutter CMOS sensors

* Mechanical mounts on 4 sides

* POE (Power Over Ethernet) single-cable option

* C-Mount lens support

* Fully compatible with MX-E series vision processors (IMPACT 13.1.2 or greater required with enhanced
license enabled)

IP40 mechanical protection degree

C€

TECHNICAL FEATURES

Application

Description Camera unit

Mechanical data

Lens mount C-Mount

Generical Data

Power Requirements PoE or 10-25 VDC



Dimensions

Operating Temperature

Mechanical Protection

Resolution

Imager

Shutter

Frame rate (FPS)

PoE

Pixel size

Optical Data

Mono/Color

Datasensing

S.r.l.

Strada S.Caterina, 235
41122 Modena (MO)
Tel. 059 420411

Fax 059 253973
E-mail
info@datasensing.com

50 x 50 x 42.9 mm

-10 ... 60° C

P40

1920x1200

1/1.2" CMOS

Global

41

Yes

5.86 x 5.86 um

Color

date of
printing
25/10/2026
03:09:46



